
InsulFoam®

Description
InsulFoam is a versatile product consisting of a superior 
closed-cell, lightweight and resilient expanded polystyrene 
(EPS). InsulFoam meets or exceeds the requirements of 
ASTM C578, Standard Specification for Rigid, Cellular Poly-
styrene Thermal Insulation. InsulFoam can be manufactured 
in a wide range of block and panel sizes, and in a wide assort-
ment of shapes and densities. In addition, InsulFoam offers 
a long-term, stable R-Value and has excellent dimensional 
stability, compressive strength and water resistant properties.  
InsulFoam is an Energy Star® qualified insulation and qualifies 
for LEED points. 

Uses
InsulFoam is successfully used in numerous commercial, 
industrial and residential applications. The following are 
examples of the many InsulFoam uses.

Environmentally Friendly.  InsulFoam contains no dyes, 
formaldehyde or ozone-depleting HCFCs, may contain 
recycled material and is 100% recyclable.
Insect and Mold Resistant.  InsulFoam can be manu-
factured with an inert additive that deters termites and 
carpenter ants. InsulFoam does not sustain mold and 
mildew growth.
Stable R-Value.  InsulFoam has no thermal drift.  Design-
ers are well served knowing InsulFoam’s thermal prop-
erties will remain stable over its entire service life. 
InsulFoam is eligible for an Insulfoam 20-year Thermal 
Performance Warranty – a warranty that’s not prorated or 
limited to a percentage of the published R-Value.
Proven Performance.  The same fundamental EPS chem-
istry has been in use since the mid-1950s, so the actual 
performance of the product is well known.
Water-Resistant. InsulFoam does not readily absorb 
moisture from the environment.

Sizes
InsulFoam is offered in an assortment of sizes and shapes 
and is readily available in custom lengths, widths and densi-
ties with little to no impact on lead time.

Installation Recommendations
Please refer to the appropriate InsulFoam application sheets 
for recommended installation procedures.

Insulfoam   •  6004 N.Westgate, Suite 120  •  Tacoma, WA  98406  •  USA  •  Phone: (253) 572-5111  •  Toll Free: (800) 248-5995  •  www.insulfoam.com

Advantages

Commercial Roofing 
Insulation
Packaging
Architectural Shapes
Below Grade Insulation
Metal Roof Flute-Fill	
Docks & Piers
Void Fill
Ramps & Bridge
Approaches 

Pre-cast/Pre-stressed 
Concrete Panels 
Road Base
Foundations 
Retaining Walls
Sheathing
Interior Wall Insulation
Exterior Insulation 
Finishing Systems (EIFS)

Cost-Effective.  InsulFoam is typically less expensive 
than comparable insulation products.
Code Approvals. InsulFoam is recognized by the Inter-
national Code Council Evaluation Service (ICC-ES), for 
numerous applications. Please contact your local Insul-
foam representative for details.
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Typical Physical Properties of InsulFoam*


