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Selector Chart
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8 1:	 LEED

2:	 NSF 61
3a:	�ICC 

Concrete
3b:	�ICC 

Grouted 
Masonry

3c:	�ICC Hollow 
Masonry

4:	 COLA
5:	� Miami-
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HIT HY 200-A * 
Hybrid Adhesive 3/8" 1-1/4" ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ 1, 2, 3a*, 4

HIT HY 200-R * 
Hybrid Adhesive 3/8" 1-1/4" ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ 1, 2, 3a*, 4

HIT HY 150 MAX-SD ** 
Hybrid Adhesive 3/8" 1" ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ 1, 2, 3a, 4

HIT HY 150 MAX ** 
Hybrid Adhesive 3/8" 1-1/4" ◼ ◼ ◼ ◼ ◼ ◼ ◼ □ ◼ ◼ ◼ ◼

A-B
1, 2, 3a, 3b, 4, 5

HIT RE 500-SD ** 
Epoxy Adhesive 3/8" 1-1/4" ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ 1, 2, 3a, 4

HIT RE 500 
Epoxy Adhesive 3/8" >1-

1/4" ◼ ◼ ◼ ◼ ◼ □ ◼ ◼ ◼ 1, 2

HIT HY 70 * 
Hybrid Adhesive 1/4” 3/4" ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ 1, 3b*, 3c*, 4

HVU 
Adhesive Capsule 3/8" 1-1/4" ◼ ◼ ◼ ◼ ◼ □ □ ◼ ◼ ◼ 1

HIT-ICE 
Cold Weather Adhesive 3/8" 1-1/4" ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼ 1

HIT-HY 10 PLUS 
Hybrid Adhesive 3/8" 3/4" ◼ ◼ ◼ ◼ ◼ □ ◼ ◼ ◼ ◼ ◼ 1

HFX
Hybrid Adhesive 3/8" 1/2" ◼ ◼ ◼ ◼ ◼ □ ◼ ◼ ◼ ◼ ◼ 1

◼ Suitable          □ Suitable — Application Specific          * Approval pending           **                                                                             
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Hilti. Outperform. Outlast.
Hilti, Inc. (U.S.) 1-800-879-8000 www.us.hilti.com • en español 1-800-879-5000 • Hilti (Canada) Corp. 1-800-363-4458 www.hilti.ca

6  Hollow Drill Bit must be used in conjunction with Hilti vacuum cleaner. Consult ordering information for application range.
7  Requires screen tube
8  Concrete is assumed to be cracked for anchor design purposes if cracks could form in the concrete at or near the anchor location over the service life of the anchor


